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LogiScan-3000

Specifications

Dimension, Weight
Display, Touch Panel

Keyboard
Battery

CPU, RAM, Memory, Expansion

Operating System
Bluetooth

GPS

WIFI

WWAN

Camera

Expansion Slots
Elecirostatic Discharge
Mechanical Resistance

Environmental Conditions

Protection Class
OPTIONS
Barcode Scanner

RFID UHF Reader

RFID LF/HF Reader Stadard or LEGIC
NFC

Fingerprint Identification

Iris Recognition

PSAM
Infrared

This Android-based rugged mobile tablet PC is ideal for use in indusirial environments.
The degree of profection IP65 guarantees dust proofness and profection against water
jets. The device can survive free fall up fo 1.5 m height without damage. The device can
be configured for barcode scanning, RFID tag read / write (LF/HF/UHF) and fingerprint
identification to meet customer needs.

powerful e robust e extensible

251 x 152 x 15 mm, 700 g (Standard Version)

8 inch IPS LTPS 1920 x 1200 / IPS LTPS 1280 x 800, Corning Gorilla Glas, capacitive Multi-
point Touch Panel, folerates operation with gloves and wet hands

1 front key, 1 volume key, 1 power key, direction key (optional)

Main battery: Li-ion, rechargeable, 8000 mAh, Standby: over 500 hours, Continuous use:
over 10 hours (depending on user environment), Charging time: 5-7 hours (with standard
AC adapter and USB cable)

Qualcomm 1.8 GHz Octa-core, RAM: 2 GB + 16 GB, ROM: 3 GB + 32 GB, supporis up fo
128 GB Micro SD card

Android 9.0

Bluetooth 4.2/4.1+HS/4.0/3.0+HS/2.1+EDR

GPS/AGPS, GLONASS, BeiDou, internal antenna

IEEE802.11 a/b/g/n/ac, 2.4G/5G Dual-Band, internal antenna

2G: B3/B5/B8; 3G: CDMA EVDO: BCO; TD-SCDMA: B34/B39; WCDMA: B1/B5/B8

4G: TDD-LTE: B34/B38/B39/B40/B41

Back: 13 MP Autofocus with flash, Front: 8 MP

1 slot for SIM card, 1 slot for SIM/TF card, Optional dual PSAM card slots

+15 KV air discharge, +8 KV conductive discharge

Multiple 1.5 m drops (at least 20 times) to the concretfe across the operating temperature
range

Operating Temperaiure: -20° C to +50° C, Storage Temperature: -40° C io +70° C,
relative Humidity: 5% - 95%, not condensing

IP65

Zebra SE4710 (Standard), Zebra SE4850 (optional), 1D Symbologies: UPC/EAN, Codel28,
Code39, Code93, Codell, Interleaved 2 of 5, Discrete 2 of 5, Chinese 2 of 5, Codabar,
MSI, RSS, efc.; 2D Symbologies: PDF417, MicroPDF417, Composite, RSS, TLC-39, Data-
matrix, QR code, Micro QR code, Aztec, MaxiCode; Postal Codes: US PostNet, US Planet,
UK Postal, Ausiralian Postal, Japan Postal, Duich, Postal (KIX), etc.

UHF RFID 860-960 MHz ISO18000-6C (EPC Gen2) / ISO18000-6A,B

Supported fransponder tag fypes see next page

13.56 MHz

Option 1: Sensor TCS1/TCS2 kapazitiv, Optfion 2: Optischer Sensor Morpho CBM-E3

Rate: <150 ms, Range: 20 - 40 cm, FAR: 1/10000000,

Protocol: ISO/IEC 19794-6, GB/T 20979-2007

2 PSAM card slofs, Protocol: 1ISO7816

Wavelength: 940 nm, Frequency: 38 kHz, Range: > 4 m,

Protocol: DLT_645-2007, DLT_645-1997
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RFID LF/HF Reader Module

Supported Transponder Tag Types

Reader Type
Tag Type Standard | LEGIC
LEGIC Advant v v
MIFARE: Classic/DESFire EV1/Mini/Plus S & X/Ultralight/Ultralight C & v v
MIFARE Classic EV1 v o v 9
< |MIFARE DESFire EV2 v o v 9
§ MIFARE Pro X, Smart MX v o v o
5 LEGIC Prime v
@ |NTAG2xx, SLE44R35 v v
PayPass v 8 v
SLEG6Rxx (my-d move) v 9 v 9
Topaz v
Calypso, CEPAS, Moneo v o v o
o | Calypso Innovatron protocol v
E %) Pico Pass V2 v
= | 5 [SRI4K, SRIX4K, SRI512, SRT512 v
0 [ € |HIDICLASS v v
cenl _ | NFC Forum Tag 1-5 v
% & |NFC Peer-to-Peer, NFC active and passive communication mode v v
g % Sony FeliCa 7 v
2 i | passive peer-to-peer mode - initiator, NFC Tag 2/3/4 v
EM4x33, EM4x35 v 0 v o
HID iCLASS, HID iCLASS SE/SR v v
9 ICODE SLI, Tag-it v v
8 |[LEGIC Advant v v
O |M24LR16/64 v v
2 |MB89R118/119 v 12
SRF55Vxx (my-d vicinity) v v
Pico Pass v 2 v
LEGIC Prime v v
AWID, Cardax, CASI-RUSCO, FDX-B v v
Cotag v
Deister v v 9
EM4100, 4102, 4105, 4050, 4150, 4450, 4550 v v
N EM4200 v 1?2 v 12
L [Em4305 v v
ol G-Prox v e v
< HID iCLASS Elite & SE Elite v
®  [HITAGT,2,S Ve VE
~ ICT v 4 v 4
T [IDTECK v v
X Isonas v 4 v 4
= Keri, Miro, PAC, Pyramid, Q5, UNIQUE N v
— Nedap v v
T5557, T5567, T5577 v v
TIRIS/HDX v v
TITAN (EM4050) v v
ZODIAC v v
) UID only 2 UID Only, read/write on request 3 on request 4 r/w, enhanced security features on request % r/w in direct
chip command mode ® UID + r/w public area 7 without crypto & hash value only ® UID + PAC (CSN & Facility Code), r/w
on request % only emulation of 4100, 4102 ") supported by TWN4 MultiTech 2/3 BLE and TWN4 MultiTech Nano only
12) not supported by TWN4 MultiTech HF Mini '3 AES only
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Android Apps for LogiScan-14xx/15xx/17xx/2000/3000

devin

Barcode and RFID Management

The Android app devin allows the transfer of the scanned barcode scanner or
RFID reader data of an android-based LogiScan to the keyboard buffer or the
clipboard. Alternatively, a broadcast message is possible. Thus, the bar code
scanner and RFID reader can serve as a data source for each app.

e Each input device can be activated separately.

e To each input device a key code (can be determined with the Keyboard
app from the AppCenter) and a prefix can be assigned.

e If barcodes and RFID tags are to be provided for any existing applications
and web pages that do not have any influence on programming, the
keyboard buffer is recommended. That means that barcodes and
transponder tag |Ds appear as keyboard input for the app.

Prefixes and suffixes can be defined common for all input devices.
The passed string can be completed with Enter or Tab.

Scanned data can be output as a message.

Apps can change the scanner settings.

If no bar code read and this option is enabled, the scanner turns off when
you release the button, if the other switches off after a timeout..

aiBrowser
HTML5 Android Web Browser for Barcode and RFID Applications

The Android app aiBrowser interacts with the Android app devin and allows
the transfer of the scanned barcode scanner or RFID reader data of an
android-based LogiScan into web applications. The aiBrowser is HTML-5
compliant and is useful for modern JavaScript-based web applications (such
as Microsoft Dynamics NAV). The optional kiosk mode prevents access to
the system.

The aiBrowser offers, among others, the following functionality:
e Default URL to be called when aiBrowser is started can be set.

e Transfer of the scan data using JavaScript function call or by
KeyUp / KeyDown events.

e Auto-login functionality for password-protected web pages.
e Save and load the settings into / from configuration file.

aiMDE

Demonstration of Barcode Scanner and RFID Reader, performing
simple Inventory

The Android app aiMDE interacts with the Android app devin. aiMDE is used
for the demonstration of barcode scanners and/or RFID readers and can be
used for simple inventory with android based LogiScan.

ailnventur offers inter alia the following functionality:

e Load item master data.

Entry of item number and quantity.

View the list of collected data.

Correction of captured data.

Data synchronization with FTP server or Windows software MTPWin.
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https://www.aitronic.de/en/logiscan-with-android

LogiScan-3000 Accessories

Rugged Rubber Boot
Art. No. 30901106

USB AC Adapter
Art. No. 30900021

USB C Cable to USB Type A
Art. No. 80034006
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